
CORRUGATED PLASTIC TUBING       " DIAM.,

MEETING THE REQUIREMENTS OF ASTM F 405 HEAVY DUTY CPT.

__" ___ STYLE GUTTER @              FT./FT. OR %

_____________ GUTTER MATERIAL. NOMINAL THICKNESS

(MIN. 0.027")

USE HIDDEN HANGERS @ 24" SPACING.

DOWNSPOUT,            " DIAM. OR        " x         "

NOMINAL THICKNESS        " (SEE SHEET       FOR GUTTER

LOCATION)

(MINIMUM NOMINAL THICKNESS 0.027 IN)

____ FT.

(10 FT. MIN)

____ FT

(AS NEEDED)

OUTLET SECTION

         " DIA. SOLID SCH 40 PVC

(LAST 10' SECTION)

SLOPE         %

RISER UNIT -          " DIA.

SCH 40 PVC (NON-PERFORATED)

WITH 90° ELBOW

(SEE NOTE )

       " x         " FASCIA

INSTALL A FLAP OR FORK TYPE

SELF CLEANING (OR EQUIVALENT)

ANIMAL GUARD

ELEV. _____

NOTE:

1) FASCIA BOARD MATERIAL TO BE SPRUCE, PINE, FIR OR BETTER.

COVER WITH ALUMINUM/VINYL FLASHING OR PAINT PRIOR TO

INSTALLATION OF ROOF GUTTER.

2) NO PRESSURE TREATED LUMBER ALLOWED
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"

DOWNSPOUT HANGERS

(SPACING @ 10' O.C. MAX)

_____FT

(2FT MIN)

ELEV. _____

558-A

ROOF RUNOFF

558-A
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